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WARNING!!! Incorrect termination or switching may cause serious harm, equipment damage or even DEATH

Step 1: Step 5:
Unpack your product and check you have all the Press the button on the front of the inverter to now
necessary parts as shown below: Switch the inverter ON.

The inverter will beep and on the bottom left of the display
Say “Line mode”.

Input Cable Output Plug Inverter system
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Step 2: Step 6:
Plug the Input cable |r?to the back ofthe Inverter To test your inverter, switch the AC mains socket off and ensure your
And the other end mFo an AC mains socket. appliances are still running from the inverter power. The LCD should
(Ensure the mains socket is OFF) indicate you on Battery Backup Mode.

Running on Battery

Step 3: Step 7:
Plug the Output extender plug into the back of the If step 6 runs correctly, ENSURE you return the AC mains socket to

Inverter and plug the appliances you wish to be powered

from the Inverter into the extender plug.
(Ensure you do not overload the inverter)

the ON position otherwise you will run your battery flat and not have
use of it in the event of a real power failure
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Step 4: St .
ep 8:
Switch the AC mains power on at the wall -
Your appliances will switch on, the LCD on the inverter will illuminate
and the fan in the inverter will switch on.

If you have a problem in step 6 above, please try again from step 1,
check the product manual or
contact one of our technicians for assistance.
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